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Abstract
For monitoring radioactive contamination of water systems due to nuclear accidents or terrorist attacks, there is need 
of an in situ online measurement to assess alpha-, beta- and gamma-emitting radionuclide contaminants quickly and 
accurately. However, there is no well-established online monitoring system for permanent surveillance of drinking water 
systems. Therefore, a real-time measurement system was developed based on the readout of plastic scintillator sheets 
by a photomultiplier. Direct contact between scintillator and streaming water allows for the detection of both long- and 
short-ranged particles. Using a passive cooling system, detection limits of 141 Bq/L for 241Am, 20 Bq/L for 60 Co and 17 Bq/L 
for 137 Cs were achieved with measurements of 60 s counting time. The system has been designed to be operated safely 
without deep knowledge of radiation measurement technology. The detector can be connected as a bypass to a water 
system and be operated in a continuous online survey mode, making it applicable as an early warning system.
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1 Introduction
The ingestion of radionuclides is one pathway for human 
radiation exposure and can therefore increase cancer risk 
[1]. Hence, it is important for public health to assure a safe 
water supply. One potential risk is that drinking water 
systems are vulnerable to contamination with radioactive 
material, either by accidents or malevolent acts. Methods 
applied in routine monitoring of water systems (like regu-
lar sampling with subsequent laboratory analysis) cannot 
detect short-time contaminations and can therefore not 
prevent a resulting radiation exposure of the population 
[2]. To overcome this problem, embedded in the TransAqua 
competence network [3], a real-time measurement system 
based on a scintillation detector was developed that can 
detect contaminations with radionuclides emitting alpha, 
beta or gamma radiation. An automatic analysis will trig-
ger a warning issued if given thresholds of contamination 
are exceeded. The system is only intended to detect the 
contamination. It is not required that the system is able 
to identify and quantify the nuclides. This analysis needs 
to be done using standardised techniques in a laboratory. 
The latter will allow nuclide identification and more pre-
cise information about respective activity concentrations. 
The aim of this detector is to allow for fast response (i.e. 
within minutes) in case of a radiological emergency. Our 
approach differs from comparable detector developments 
that are done at the moment [4] in its simplicity and, there-
fore, lower cost. Maximum permitted levels of radioactive 
contamination in liquid food defined in [5] are used as ref-
erence values in the design of the system.
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2  Materials and methods
2.1  Monte Carlo simulations
Detector material plastic scintillator sheets have been 
selected. This is due to the fact that plastic scintillators 
are relatively cheap, easy to handle and non-hygro-
scopic. This allows for a large surface inside the water 
volume to be measured needed to reliably detect short-
ranged particles like alpha particles and low-energy 
beta particles. In order to find an appropriate detector 
setup, Monte Carlo simulations were performed using 
the GEANT4-based GAMOS framework [6]. The investi-
gation was started with simulations of different setups 
of radioactive sources and an existing NaI scintillation 
detector [7]. The simulation results were in accord-
ance with the respective measurements, validating 
the used tool as being suitable simulation framework 
for this application. After that, other simple and more 
complex structures have been investigated in regard to 
their suitability as a detector in streaming water. Judg-
ing by the results of these simulations, also taking into 
account certain physical constraints, a stack of scintillat-
ing sheets appeared to be a reasonable geometry for this 
application. With the aim of finding an efficient detector 
setup, simulations with different sheet thicknesses and 
distances between the sheets have been conducted. 
The evaluation of the simulated data had to be done 
considering practical constraints like ensuring stabil-
ity and a constant water flow between the scintillating 
sheets. Figure 1 shows the results for the efficiency, i.e. 
the relative number of scintillation photons reaching the 
photomultiplier per decay. This efficiency decreases with 
increasing distance between the sheets for both 137 Cs 
and 241Am. The effect originates from both coverage of 
the solid angle and mean distance to the scintillator. Due 
to the short range of alpha particles in water, the effect is 
stronger for 241Am. The relative efficiency values neglect 
the increase in the total activity in the measuring cham-
ber for larger distances between the scintillating sheets. 
Figure 2 shows the simulated count rate which is the 
product of efficiency and net water volume, therefore 
taking into account the increase in activity being meas-
ured inside the detector. For 137Cs, the increasing water 
volume compensates for the decreasing efficiency, while 
for 241Am, the overall count rate decreases. Yet the dis-
tance between the scintillating sheets was set to 2 mm 
to ensure continuous water flow between and around 
the sheets. Analogously, the sheet thickness was set to 
Fig. 1  Simulated detection 
efficiency normalised to the 
smallest simulated distance
Fig. 2  Simulated count rate 
normalised to the smallest 
simulated distance
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2 mm as well considering scintillation and light guide 
efficiency and mechanical stability.
2.2  Detector setup
The detector prototype consists of a stack of 8 scintillating 
sheets (Epic-Crystal polystyrene plastic scintillator [8]). The 
dimensions of each sheet are 2 × 144 × 270 mm3 (WxLxH), 
having the upper 28 mm of the scintillating sheets out-
side of the measuring volume, thus leading to an effec-
tive surface of almost 5700 cm2 (see Fig. 3). The basis of 
155 × 68 mm2 and the fill level of 26 cm result in a net 
water volume in the measuring chamber of 2.2 L. Water 
enters the measuring chamber via an inlet at the bottom. 
It traverses the scintillating sheets and leaves the detector 
volume via the spillover. In the loop used for testing the 
device, the water is entering a reservoir. From there, it is 
led back into the measuring chamber using a peristaltic 
pump. The inlet at the bottom combined with the spillover 
assures a constant filling of the measuring chamber. The 
system with inlet and spillover outlet is designed to be 
connected as bypass to a flowing water system. Light gen-
erated by the scintillating sheets is detected by a photo-
multiplier (Hamamatsu R2154-02 [9]) which is coupled to a 
Canberra Osprey tube base [10] containing power supply, 
preamplifier and multichannel analyser. Power supply for 
the tube base is done via the USB connection of the Osprey 
module. For the current setup, we refrained from using a 
light guide in order to first evaluate whether it is necessary 
in order for the detector system to fulfil its purpose. Rapid 
prototyping was used to manufacture the lightproof hous-
ing with a 3D printer (Ultimaker 2 [11]) using ABS polymer. 
A modular design allows for fast improvements by modi-
fying only relevant parts instead of reprinting the whole 
detector housing. The photomultiplier is helically encased 
by a flexible tube used as a cooling system. Cooling water 
can be supplied either externally with a well-defined tem-
perature, or the extracted water that is to be measured can 
be used. This makes it convenient to use and unsuscepti-
ble to malfunctions, however, at the cost of control of the 
cooling temperature.
2.3  Characteristics of the system
The light collection efficiency of the system is rather poor, 
resulting in a reduced efficiency that could be improved. 
One reason for this is the black surfaces of the casing that 
have a low reflectivity. Using reflective paint or mirror foil 
for the inner surfaces would on the one hand increase light 
collection and thus efficiency, but on the other hand, this 
would lead to a strong dependency of the light collec-
tion on the transparency of the water. This would make 
the system vulnerable to any increase in opacity and thus 
less universally applicable. An application with natural 
water, e.g. with river water that changes its opacity, would 
Fig. 3  Layout of the detector 
prototype shown as a section 
of the xz-plane (left) and of the 
yz-plane (right). Water enters 
through an inlet at the bottom, 
traverses the detection volume 
and exits via a spillover
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become less stable. Because of this, we decided not to fur-
ther increase the reflectivity.
2.4  Rapid prototyping
The usage of a 3D printer facilitated the development of 
the housing by making it faster, cheaper and more versa-
tile than using preformed parts or manufacturing it in a 
workshop. However, the printed parts were in need of a 
post-manufacture treatment with acetone, dissolving the 
printed surface of the ABS material and leaving a smooth 
surface after evaporating. This not only covers occurring 
gaps between printed layers and assures a waterproof and 
plain surface to avoid contamination due to accumulation 
of radionuclides but also strengthens the binding between 
the printed layers and therefore improves the overall sta-
bility and durability of the printed parts. The treatment 
was done using a spray flask in order to precisely dispense 
the acetone as excessive usage thereof can dissolve the 
supporting structure and therefore harm the printed parts.
2.5  Data readout and analysis
Communication with the Osprey tube base can be done 
via USB or Ethernet connection. To control and read out 
the tube base, dedicated software including a graphical 
user interface (GUI) was written in C ++ using the provided 
software development kit [10]. This software allows for con-
tinuous measurements as well as measurement series with 
alternating parameters and therefore meets the needs of 
both application and development. The GUI offers control 
over parameters such as preamplifier gain, photomultiplier 
voltage and measurement time. Furthermore, the software 
provides data storage and a visualisation of the count rates 
over time in a graph. The extracted data can be used for time 
series analysis. Due to the limited energy resolution of the 
plastic scintillator and the fact that the Osprey system does 
not offer a time resolved spectrum, the detector does not 
offer nuclide identification and count rates are determined 
solely by integrating the spectra (i.e. net sum in predefined 
region of interest) acquired by the multichannel analyser. 
Thresholds for the count rate as well as for the change in 
the count rate over time are possible triggers for an alarm.
2.6  Characteristic limits
The sensitivity of a detector is described by its character-
istic limits, the decision threshold y∗ and the detection 
limit y# . The decision threshold indicates the measure-
ment result that affirms the presence of the measured ele-
ment. There is a probability  of a result above the decision 
threshold y∗ in measurements without the presence of the 
measured element. The detection limit y# indicates the 
concentration of the measured element that would lead to 
a result below the decision threshold y∗ with a probability 
of  . All calculations that are shown in this study were done 
using  =  = 5 %. Due to the influence of type and energy 
of the emitted radiation, characteristic limits are depend-
ent on the radionuclide that is being measured. We will 
determine the characteristic limits of the presented detec-
tor systems for three different radionuclides representing 
possible contaminants in order to evaluate the suitability 
of the presented detector system as a trigger system for 
fast responses on radiological contaminations of drinking 
water systems. The determination of characteristic limits 
is done according to ISO 11929 [12]. As described in [13], 
y∗ and y# for integral counting of alpha/beta activity are
and
which can be rewritten to
and
with 
y∗:  Decision threshold in Bq/kg
k:  Quantile of the standard normal distribution,  = 5
%
w:  Conversion factor in (Bq/kg)/s−1
t
0
:  Blank measurement time
tg:  Sample measurement time
n
0
:  Blank counts
y#:  Detection limit
u(w):  Combined standard uncertainty of w
r
0





2.7  Calibration measurements
In order to calculate detection limits, measurements 
of the blank count rate as well as measurements with 
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were carried out at room temperature with a water flow 
of 1 L/min using a peristaltic pump. Blank and sample 
measurement times were set to 300 s to reduce statis-
tical uncertainties. Aqueous reference solutions using 
known activities of selected nuclides were prepared for 
usage in the calibration measurements. For each radio-
nuclide, 5 L solution was prepared. The selection of these 
radionuclides was done with regard to type of radiation 
emitted by the nuclides and their application in industry 
and medicine (and, hence, probability of contaminating 
water systems) and is shown in Table 1. For these exam-
ple contaminants, the characteristic limits could be cal-
culated afterwards and then be used to judge the appli-
cability of the detector system in a drinking water system 
by estimating doses to persons drinking these waters.
The reference solutions consist of 50% drinking water 
and 50% purified water, resulting in a water hardness 
of 1.59 mmol/L. Radionuclides were added to achieve 
activity concentrations in the range of 5.0–5.3 kBq/L, 
using certified tracer solutions. Validation was done at 
the radioanalytical laboratories of KIT—Safety and Envi-
ronment (SUM) via liquid scintillation counting (Perki-
nElmer Tri-Carb 3110 TR [15] using Ultima Gold cocktail 
[16]) with a combined standard uncertainty of 2.8% 
(k=1). Gamma spectrometry measurements (Canberra 
GR1819 HPGE [17], 50 ml samples) were used to exclude 
contaminations with other radionuclides of more than 
1% of the reference activity.
3  Results
3.1  Detection limits
Optimal settings for preamplifier gain and photomulti-
plier voltage were determined in measurement series 
with altering parameters. Due to the poor light collection 
efficiency, the voltages required are rather high, resulting 
in high levels of dark currents which increase the back-
ground count rate (up to 669 s−1 at a voltage of 1250 V, 
Fig. 4). Using the cooling system running with water at 
10 ◦ C (typical temperature in water systems), we were able 
to reduce the background count rate at 10 ◦ C to 158 s−1.
As Fig. 5 indicates, optimal (with regard to the detection 
limit) photomultiplier voltages vary, depending on the 
measured radionuclides. This is due to different conversion 
factors w resulting from different radiation types and ener-
gies. With increasing photomultiplier voltage, the blank 
count rate r
0
 rises, while the conversion factor w decreases 
(Figs. 4, 7), leading to an optimal decision threshold where 
the product is minimal (Fig. 5). Since alpha emitters are 
the most dose-relevant nuclides and are the hardest to 
detect, the optimal voltage for detecting alpha particles 
was chosen as reference voltage for the following meas-
urements. Using the cooling system at 10 ◦ C resulted in 
a shift in the optimal voltage from 1200 to 1250 V (Fig. 6) 
due to the fact that with the cooling system, the negative 
impact of the rising background count rate is not as severe 
as it is without cooling system. As can be seen in Tables 2 
and 3, by using the cooling system at 10 ◦ C we were able 
to reduce the detection limit y# roughly by half, depending 
on the radionuclide.
Table 1  Radionuclides used for calibration measurements
Shown are only the main energies. Data taken from Laboratoire 
National Henri Becquerel [14]
Nuclide alpha energy 
[MeV]





60Co - 0.317 1.17, 1.33
137Cs - 0.514, 1.18 0.662
241Am 5.58 - 0.0595
Fig. 4  Voltage dependence 
of the blank count rate r
0
 
with cooling system at 10 ◦ C 
(triangles) and without cooling 
system (circles)
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Fig. 5  Voltage dependence of 
the detection limit y# without 
cooling system
Fig. 6  Voltage dependence 
of the detection limit y# with 
cooling system at 10 ◦C
Fig. 7  Voltage dependence of 
the conversion factor w 
Table 2  Characteristic limits for different radionuclides at 
U = 1200 V with t
0
= 600 s, tg = 60 s and k = 1.645 without cooling 
system with a background count rate of r
0
= 456 s−1
Nuclide w [(Bq/kg)*s] y∗ [Bq/kg] y# [Bq/kg] Max. perm. 
Level [Bq/
kg]
60Co 3.82 18.1 36.7 1000
137Cs 4.38 20.8 41.9 1000
241Am 30.1 143 289 20
Table 3  Characteristic limits for different radionuclides at 
U = 1250 V with t
0
= 600 s, tg = 60 s and k = 1.645 using the cool-
ing system at 10 ◦ C with a background count rate of r
0
= 158 s−1
Nuclide w [(Bq/kg)*s] y∗ [Bq/kg] y# [Bq/kg] Max. perm. 
Level [Bq/
kg]
60Co 3.59 10.1 20.4 1000
137Cs 3.00 8.39 17.0 1000
241Am 24.9 69.7 141 20
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3.2  Detection capabilities in early response
The results of the calibration measurements are presented 
in Table 2 (without cooling system) and Table 3 (with cool-
ing system). It shows the conversion factors and the cal-
culated decision thresholds and detection limits for meas-
urement times of t
0
= 600  s and tg = 60  s for k = 1.645 
(  =  = 0.05 ). The corresponding maximum permitted 
levels [5] are added for comparison. It has to be kept in 
mind that these are the maximum permitted levels for 
permanent consumption and, therefore, do not have to 
be achieved in fast measurements. These levels are based 
on a reference level of 1 mSv/a under the assumption 
of a consumption of 10% contaminated food. (Drinking 
water is classified as liquid food.) It can be seen that for 
the beta and gamma nuclides, detection limits are below 
the maximum permitted levels for measurement times of 
60 s. For the alpha emitter 241Am, it takes blank and sample 
measurement times of 2 h each to meet the maximum per-
mitted level. These longer measurement times still allow 
for long-term surveillance, since the maximum permitted 
levels are for continuous consumption.
A more realistic approach to evaluating the detector’s 
capabilities in early response to radioactive contamination 
is to calculate the dose resulting from the consumption of 
drinking water with an activity concentration correspond-
ing to the detection limit, using the ICRP dose coefficients 
[18]. We assume 0.5 L (0.5 kg) for infants and 2 L (2 kg) for 
adults as a reference volume with an activity concentra-
tion corresponding to the detection limit that could be 
consumed before immediate protective measures should 
take place. The thereby calculated effective doses are dis-
played in Table 4. In that table, it can also be seen that the 
expected doses in this scenario stay below the reference 
level of 1 mSv for one year [5]. This demonstrates that the 
integration times of 60 s are sufficient for application of 
this online detector as an early warning system in order to 
be able to trigger immediate protective measures.
4  Conclusion and outlook
We were able to successfully develop an online detec-
tor as a monitoring system for radionuclides in drinking 
water systems. Measurements with typical alpha, beta 
and gamma emitters show that the system is able to reach 
detection limits that correspond to doses less than 1 mSv 
with sampling times that allow for immediate measures. 
The presented monitoring system does not offer the same 
detection limits as, for example, the TAW ARA 1 project [4] 
but differs from this system by, for example, refraining 
from lead shielding, a read out with two photomultipli-
ers and VMEbus2 modules, making our system an easily 
portable stand-alone device with detection limits that still 
allow for the intended use as online monitor with warning 
system that triggers further investigation. Due to its simple 
setup, the prototype of our device has proven to be cost 
efficient and simple in handling and therefore being suit-
able for usage with remote monitoring and trigger signal-
ling without displaying the full data set. It can therefore 
easily be used by emergency responders that might not 
have dedicated training in radiation detection techniques. 
Despite the sensitivity already being sufficient for online 
monitoring, an upgrade to further improve the detector 
system is currently being developed. In this upgrade, the 
detector will be equipped with a light guide to reduce the 
conversion factor resulting in lower detection limits. Fur-
ther improvements will include a self-calibration method 
using a light pulser or an external radiation source, which 
will enable the system to be operated remotely over long 
times without the need of local maintenance.
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Table 4  Effective doses resulting from an ingestion of 0.5/2  L 
(infant/adult) with an activity concentration at the detection limit 
y# using the cooling system
Nuclide einfant eadult Dinf (0.5 kg 
@ y# ) [mSv]
Dad (2 kg 
@ y# ) 
[mSv]
60Co 5.4E-08 3.4E-09 0.00055 0.00014
137Cs 2.1E-08 1.3E-08 0.00018 0.00044
241Am 3.7E-06 2.0E-07 0.26 0.056
1 TAp WAter RAdioactivity.
2 Versa Module Eurocard bus—computer bus standard.
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if changes were made. The images or other third party material in this 
article are included in the article’s Creative Commons licence, unless 
indicated otherwise in a credit line to the material. If material is not 
included in the article’s Creative Commons licence and your intended 
use is not permitted by statutory regulation or exceeds the permitted 
use, you will need to obtain permission directly from the copyright 
holder. To view a copy of this licence, visit http://creat iveco mmons 
.org/licen ses/by/4.0/.
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